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BF39DXP Purifire™ firebox shown with swing door with black accents (BFSDOOR39BLK)

pu r]ﬁre Breakthrough air treatment system cleans 24/7

Air treatment system

Purifire™ MERV 10 Filter Efficiency
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- More than 5 microns — 100%
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Specifications for BF39 Purifire™ Firebox
Model Description Volts Watts BTU Total Amps Weight (Ib/kg)

BF39STP New improved Purifire™ firebox, includes Purifire™ 120 1440 5000 12.0 83/36
air treatment s?/ste.m and patented realistic flame image, 240/208  2700/2100 9200/7200 11.3/10.1
Built-in manual switches — main on/off, heater on/off. Unit may also be wired with separate wall switches
(not included) to control flame and Purifire™ operation, and optional wall thermostat to control the heater,

BF390XP New improved Purifire™ firebox includes Purifire™ air 120 1440 5000 12.0 83/ 36
treatment system, refractory brick interior, patented 240/208  2700/2100 9200/7200 11.3/10.1
realistic flame effect and new pulsating resin logs.
Built-in manual switches — main on/off, heater on/off. Unit may also be wired with separate wall switches
(not included) to control flame and Purifire" operation, and optional wall thermostat to control the heater,
Control Options
BFRC-KIT 3-stage remote control kit, which includes control 05/0.23

module and hand held transmitter, field installable. ' e
TSE21W White — wall mount thermostat, field installable. | 05/0.23
BFPLUGE™ Plug kit includes 7" cord (approx.) and plug, field 7~ | 05/0.23
installable for use at 120V setting only. e . [ =
~J

{Wall thermostat option not available with plug kit N &
BFRC-KIT TS521W BFPLUGE
Door and Trim Options Mantel Options Cabinet Options
Doors / Trims Flush Mount Mantels Flat Wall
BFGLASS39BLK - Front glass option with black accents BM39-CM - Hush mount mantel with cream marble-look infay BC3901 - Dak
BFSDOOR39BLK - Swing door with black accents BM38-BG - Hush mount mantel with black granite-look inlay BC39wW2 - White
BFATRIM39 - 4-piece surround trim kit - black BM39-STN - Stone-look flush mount mantel

BFATRIM39SS - 4-piece surround trim kit - stainless steel

(1) Buikding codes vary by location. Prior to plug kit attachment - ensure product meets local cade approval. National electric codes state that the plug be acoassible, if raquired.
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